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June 21, 2018 

ADDENDUM # 2 

To: Plan Holders 

From:  Wes Jamison, P.E. 

Division 14 Project Manger 

RE: Revision to include special provision for Patching Existing and 

to correct the let date on the proposal cover 
Contract ID: DN00565 

County: Henderson 

Letting Date: June 26, 2018 

The above contract has experienced the following revision: 

1. The let date on the cover should read JUNE 26, 2018.  Please see attached

corrected proposal cover.

2. On page G-35, insert the following attached special provision: SP6 R88R,

Patching Existing Pavement.

These revisions do not change bid items or the associated quantities. 

Please access ebs addenda files on Bid Express®. 

Thank you for your attention to this matter. 

http://www.ncdot.gov/


 

 

STATE OF NORTH CAROLINA 

DEPARTMENT OF TRANSPORTATION 

HIGHWAY DIVISION 14 
 

PROPOSAL 
 

DATE AND TIME OF BID OPENING: JUNE 26, 2018 AT 2:00 PM 
 

CONTRACT ID: DN00565 
 

WBS ELEMENT NO.:  41903.3.3 
 

FEDERAL AID NO.:  STP-0025 (22) 
 

COUNTY:  HENDERSON 
 

TIP NO.:  U-5105 
 

MILES:  0.164 
 

ROUTE NO.:  NC 225 / SR 1164 (ERKWOOD DRIVE) / SR 1779 (SHEPHERD 

STREET) 
 

LOCATION:  INTERSECTION OF NC 225 / SR 1164 (ERKWOOD DRIVE) /  

SR 1779 (SHEPHERD STREET) IN HENDERSONVILLE 
 

TYPE OF WORK: INTERSECTION IMPROVEMENTS: GRADING, PAVING, 

DRAINAGE, CULVERT, & LIGHTING 
 

 

NOTICE: 
ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REGULATING THE PRACTICE OF 

GENERAL CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF 

NORTH CAROLINA WHICH REQUIRES THE BIDDER TO BE LICENSED BY THE N.C. LICENSING 

BOARD FOR CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL AID PROJECT WHERE THE 

BID IS $30,000 OR MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMINED BY THE 

LICENSING BOARD.  BIDDERS SHALL ALSO COMPLY WITH ALL OTHER APPLICABLE LAWS 

REGULATING THE PRACTICES OF ELECTRICAL, PLUMBING, HEATING AND AIR 

CONDITIONING AND REFRIGERATION CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE 

GENERAL STATUTES OF NORTH CAROLINA. NOTWITHSTANDING THESE LIMITATIONS ON 

BIDDING, THE BIDDER WHO IS AWARDED ANY FEDERAL - AID FUNDED PROJECT SHALL 

COMPLY WITH CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA FOR 

LICENSING REQUIREMENTS WITHIN 60 CALENDAR DAYS OF BID OPENING. 
 

THIS IS A ROADWAY & CULVERT PROJECT.    BID BOND IS REQUIRED. 
 

 

NAME OF BIDDER 
 

 

 

ADDRESS OF BIDDER 



PATCHING EXISTING PAVEMENT: 
(1-15-02) (Rev. 3-11-18) 610 SP6 R88R 

Description 

The Contractor's attention is directed to the fact that there are areas of existing pavement on this 

project that will require repair prior to resurfacing.  Patch the areas that, in the opinion of the 

Engineer, need repairing.  The areas to be patched will be delineated by the Engineer prior to the 

Contractor performing repairs. 

Materials 

The patching consists of Asphalt Concrete Base Course, Asphalt Concrete Intermediate Course, 

Asphalt Concrete Surface Course, or a combination of base, binder and surface course. 

Construction Methods 

Remove existing pavement at locations directed by the Engineer in accordance with Section 250 

of the 2018 Standard Specifications. 

Place Asphalt Concrete Base Course, in lifts not exceeding 5.5 inches.  Utilize compaction 

equipment suitable for compacting patches as small as 3.5 feet by 6 feet on each lift.  Use an 

approved compaction pattern to achieve proper compaction.  If patched pavement is to be open to 

traffic for more than 48 hours prior to overlay, use Asphalt Surface Course in the top 1.5 inches of 

the patch. 

Schedule operations so that all areas where pavement has been removed will be repaired on the 

same day of the pavement removal and all lanes of traffic restored. 

Measurement and Payment 

Patching Existing Pavement will be measured and paid as the actual number of tons of asphalt 

plant mix complete in place that has been used to make completed and accepted repairs.  The 

asphalt plant mixed material will be measured by being weighed in trucks on certified platform 

scales or other certified weighing devices. The above price and payment will be full compensation 

for all work covered by this provision, including but not limited to removal and disposal of all 

types of pavement; furnishing and applying tack coat; furnishing, placing, and compacting of 

asphalt plant mix; furnishing of asphalt binder for the asphalt plant mix; and furnishing scales. 

Any provisions included in the contract that provides for adjustments in compensation due to 

variations in the price of asphalt binder will not be applicable to payment for the work covered by 

this provision. 

Payment will be made under: 

Pay Item Pay Unit 

Patching Existing Pavement Ton 
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